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for Audio Professionals
and Enthusiasts

As one of Metro New York's premier
audio engineers throughout the last
twenty-five years, John Smith has used,
serviced and customized just about every
piece of equipment on the professional
audio market. He learned what worked
best, what did not, and most importantly,
why. John's particular expertise with
speaker systems—and his uncommonly fine
ear—eventually led to the engineering and
development of his own cabinet and
system designs.

The first Smith Pro Audio subwoofer made
its debut in 1991. It was purchased on-
the-spot by a DJ who overheard it during
an A/B comparison against some of the
most renowned subs on the market. This
pattern continued with the first Smith Pro
Audio loudspeaker in 1993: Whenever
industry pros A/B’d Smith Pro Audio, they
bought Smith Pro Audio!

The Smith Pro Audio sound was clearly
superior to systems priced much higher.
Plus, the cabinets were lighter and more
compact, they required far less drive
wattage per dB, and there was no

extraneous vibration or noise coming from
the cabinet sides or back. DJ's called and
club installations followed.

John spent the next eight years making
every possible improvement in sound,
power, durability, and customer support.
Adapting new advances in computerized
audio design, he developed enclosures that
controlled and optimized sound duplication
to a degree never before achieved, with
design tolerances as fine as 1/64 of an
inch. He custom matched each cabinet to
its component soulmates, including
crossovers specially designed by Smith
Pro Audio. He protected each cabinet with
the toughest overcoat in the industry. And
he put together an experienced design,
manufacturing and support team; one that
readily meets the needs of the rapidly
expanding customer base for today’s line
of Smith Pro Audio loudspeakers and
subwoofers.

Now any audio application can get the
purest sound duplication possible—from
crystal-clear highs to bone-shaking lows,
and everything in between.



Pro-Lo Series”
Subwoofers

Bone-shaking performance in super-light, compact designs. Our
cabinets have been so meticulously engineered that the single 18"
driver generates dual 18" performance, and requires less drive
wattage per dB. We take total control of the sound waves
circulating within the cabinet, and pressure-drive them
through the front port, with high side and rear
cancellation. The results are unprecedented
sub clarity, punch and power, with no
extraneous vibration or noise coming from

the cabinet sides or back. Pro-Lo Series
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= our Pro-30 Series
loudspeakers.

Pro-30 Series”
3-Way Loudspeakers

Powerful, natural sound reproduction in a uniquely tight,
efficient package. On average, our loudspeakers are up to
30% smaller and lighter than competitive models. They
require less drive wattage per dB, reducing
operational requirements and cost. Every
cabinet performs equally well set
horizontally or vertically. Time-aligned
construction delivers true smooth
sound, driven forward with high

P e T

el L

P R L T el SR

Quality First . . .
Performance That Lasts

* Furniture grade, void-free birch plywood,
glued and screwed.

* First-quality drivers and horns, custom
matched to each cabinet.

* 16-gauge, powder-coated steel grills.

* Neutrik connectors and professional hardware.

* Road-worthy, weather-resistant, roadcoat™ cabinet
protection—over 60 mils thick with a highly-
durable tensile strength of 2500 PSI.

Pro 30 Series
loudspeakers
are precision time-
aligned, with

high side and rear * Mobile and/or fly h.ardware as applicable. Smith Pro Audio
Ilati . d * Pole cups are four inches deep, welded pro grade.
cancei’aiion, in order * All models manufactured in the U.S.A. Custom Shop

fo optimize our pure

. Special coatings, colors, finishes, grills, hardware, drivers
sound reproduction.

and more are available upon request. Contact Smith Pro
Audio or your nearest Smith Pro Audio dealer for full details.






Smith Audio, Inc.
231 Victory Drive, Massapequa Park, NY 11762
Tel: 516-797-9543- Fax: 516-797-8129
smithproaudio.com

Smith Pro Audio continually engages in product research in order to provide our customers with the finest products available. To this end,
we may sometimes integrate new materials, methods and designs into existing products without notice. We promise that if the product you
purchase differs in any respect from the published description, it will always equal or exceed the original design specifications. The Smith
Pro Audio warranty covers drivers for a period of five years from the date of original purchase, and covers cabinets (enclosures) for the life-
time of the product, against malfunctions due to defects in workmanship and materials. Defects in or damage to the exterior appearance of
our products are specifically excluded from this warranty, and in no event shall Smith Pro Audio be liable for incidental or consequential
damages. During the warranty period, Smith Pro Audio will remedy all such defects without charge for parts or labor upon the return of the
unit together with its original sales receipt or other proof of purchase to Smith Pro Audio or to an Authorized Smith Pro Audio Service
Facility. The following are not covered: Damage caused by accident, misuse, abuse, improper installation, product modification or neglect;
damage occurring during shipment; damage resulting from the performance of repairs by someone not authorized by Smith Pro Audio;
claims based upon any misrepresentations by the seller; any Smith Pro Audio product on which the serial number has been defaced, modified
or removed. Please be sure to save the original shipping cartons because a charge will be made if replacement cartons are requested. This
warranty applies only to products sold through authorized Smith Pro Audio dealers for use by customers headquartered in the United States.




